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4 Ceramicx FTE Ceramic Elements
Grill Protected

Element Colour White 
Stainless Steel Body

Built-in Trolley and Handle

Panel Size 750 x 400 x 110 mm

Heating Up Time < 5 Minutes
Useful Wavelength Range 2 - 10 µm

Developed & manufactured in the EU under strict European quality standards

The future of heating – today

INSTALLATION AND OPERATING INSTRUCTIONS

also ideal for semi open-air venues such as marquees, where it emits steady heat without the fumes, safety and cost 
implications of gas blowers popularly used in public events.

unit within a stainless steel chassis incorporating a trolley and handle for easy manoeuvring. Infrared heat is emitted 
from the hot surface of the ceramic heaters and warms items it touches, without heating the air in between. As soon 
as the heater is switched on the ceramic elements start to warm up and full operating temperature is achieved in 6-7 
minutes. The heater can be switched from 100% output to 50% output, which means it can also be used in smaller areas.

The Herschel ThermoDry is unequalled in this class of portable, high-emission heaters:

• All energy input is emitted as Radiant Heat and Far Infrared and directed straight into the building, which will 
increase the drying process and reduce the drying time compared with convection. There is no light (which 
you would experience from a quartz/halogen heater) which is not required as part of the drying process and 
an unnecessary use of energy;

• The heat is non-scorching (which you would experience from a Quartz/Halogen solution);

• This is the only heater in its class that you can leave unattended (untrue for Gas and Quartz/Halogen);

• Power consumption is the lowest in its class (beating Gas and Quartz Halogen);

• Ceramic emitters are the most reliable on the market. We guarantee the units for 5 years (2.5 to 5 times longer 
than Quartz/halogen) and life-expectancy of emitters can be as long as 10 years. There is also no further annual 
maintenance.

public places or to leave un-attended than any other form of heater in this category. 

TECHNICAL DRAWING

IMPORTANT

RATED POWER PART NO. ELEMENTS FRAME

2.6 kW (4 x 650 W) HT-2600W Four white FTE ceramic elements Stainless steel body

750 m
m

 
400 mm

TABLE 1 2.6 kW System

Rated Voltage (V) 230

Rated Current (A) 11.3

Fuse/Circuit Breaker Rating (A) 16

505 mm

1200 mm

595 mm

Stand made from 4mm S/S
25mm grab handle
10 degree adjustable heater angle
Heaters in 2 zones switched
Timer control for heaters
120mm wheels

In areas with air movement/wind the directional Far Infrared spread may reduce by 1/3 to 1/2. In these areas we 
recommend mounting at the lowest height and proportionally increasing the number of heaters.

The Herschel ThermoDry rises to very high temperatures in use and the unit (in particular the heater elements) must 
not be touched when power is applied. Do not place the emitting surface closer than 2.5m to any object or wall and 
sides and rear no closer than 1m from any surface or wall. Do not touch the front of the heater when it is on.

Do not touch the unit when it is on. After switch off the elements remain hot for a considerable time and the unit 
should not be touched for a minimum of 30 minutes. NEVER use the heater to ignite materials.



IMPORTANT INFORMATION
Please read the following information fully, as safe and 
reliable operation depends on correct installation. Please 
keep this instruction sheet for future reference.

The AC mains supply is dangerous and potentially lethal. 

unit (fuse box) before attempting any work on electrical 
circuits. 

Wiring to this unit must be connected in accordance 
with the relevant national electrical safety standards. 
This unit must only be installed by a competent and 

ELECTRICAL INFORMATION
The Herschel ThermoDry is designed to be a portable 
heater for temporary use.  It is not designed for permanent 
location and any such permanent positioning invalidates 
the following electrical connection information.

Please contact Herschel Energy Ltd for advice on a 
permanent heater of similar output.

The electrical supply to the unit should be provided by 
connecting to a circuit, which is protected by a fuse or 
miniature circuit breaker suitable for the electrical rating 
of the unit and in accordance with Table 1. 

The cable outlet current carrying capacity must be 
greater than the recommended fuse current rating 
given in Table 1. 

The mains switch used to operate the Herschel ThermoDry 
must be indoors and readily accessible. 

Only the cable supplied with the Herschel ThermoDry 
must be used as the final connection to the unit. Any 
extension cable to be used must be correctly rated for full 
operational load and should not exceed 10m in length. 

The operational positioning of the unit must ensure that 

tugging is impossible. If physical damage to the cable is 
possible during operation, suitable conduit protection 
must be provided.

The Herschel ThermoDry must always be operated in 
the upright position, resting securely upon its base 
and wheels on a level surface.

Any drying requirement requiring angling of the unit 
(to direct radiant heat to any low surface moisture for 
example) must make use of the built-in angle adjuster 
and must not be achieved by tilting the whole unit or 
placing it on a surface that is not level. 

Precaution must be taken to ensure there is no possibility 
of accidental rolling or tipping due to the unit being placed 
on an incline. 

Operational positioning must also allow for proper and 

touched accidentally. 

The Herschel ThermoDry must be positioned to 
ensure its emitting (front) surface is placed at least 
2.5m from any object or wall and that its sides and rear 
surface are positioned at least 1m from any object or 
wall.  Unrestricted access to the handle and electrical 
switches must be ensured at all times. 

As the Herschel ThermoDry is a portable unit, care must 

taped-down, secured or obstructed to avoid the potential 
for accidental tripping by people using the area. For safety 

means if the heater is knocked over it will automatically 

GUARANTEE
The Herschel ThermoDry is guaranteed against failure 

date of purchase. In the unlikely event of failure of the 
unit within this time, the unit must be returned to the 
supplier for repair or replacement. 

The Herschel ThermoDry contains no customer usable 
parts. The guarantee is invalid if the correct installation 
instructions as given in this datasheet have not been 
adhered to.

MAINTENANCE
The Herschel ThermoDry is maintenance free but to 
maintain appearance it should occasionally be cleaned 
all over with a soft dry cloth. 

No abrasive cloths or cleaners should be used and 
appliances such as pressure washers, steam cleaners 
etc, should never be used. Cleaning should only be 
done when the unit is cold and switched off. 

All personnel cleaning and maintaining the unit must 
have suitable training and information to carry out the 
operation safely.

ThermoDry

Far Infrared energy is being naturally absorbed by 
the inner skin of the building, turning the wall into a 
warm radiator which then warms the air in the room.

Convection Heating

Conventional Convection Heating only heats the 
air within the building so the inner wall absorbs 
none of the heat being produced. This in turn 
means the walls are acting as ‘cold radiators’ which 
then very rapidly cool the air within the room once 
the heating system stops working.
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Before utilizing the product, user should determine the 
suitability of the product for its intended use. HERSCHEL 
INFRARED LTD expressly disclaims the implied 
warranties and conditions of merchantability and 
fitness or a particular purpose.

In no case shall HERSCHEL INFRARED LTD be liable 
under any legal theory, including but not limited to 
contract or strict liability, for any direct, indirect special, 
incidental or consequential damages resulting from 
product use.
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